Ceramic Slurry Coating Chart
	



	




	Name:
Job:
Piece:
Wax Weight:
Metal Weight:
(note: wax weight x 10 = metal weight in brass/bronze)

	Put a check in the empty box to the right after completing each coat.

	 

		Use area below for special details and notes:

	  
 



	1) Shellspen Slurry only 
    AM/PM
	start time: 
time coated:

	
	2) Pre-Wet with SHELLWET
     Fine SHELLSTUCK Stucco
 
     AM/PM
	start time: 
time coated:

	 
	3) Pre-Wet with SHELLWET
     Fine SHELLSTUCK Stucco
 
     AM/PM
	start time: 
time coated:

	
	4) Pre-Wet with SHELLWET
     Medium or Coarse SHELLSTUCK 
 
     AM/PM
	start time: 
time coated:

	Note: If piece is unusually heavy, additional coats may be added, as well as a second reinforcement with SHELLBOND at hydraulic pressure points.
	5) Medium or Coarse SHELLSTUCK 
      AM/PM
	start time: 
time coated:

	 
	6) SHELLBOND reinforcement 
    AM/PM
	start time: 
time coated:

	 
	7) Coarse SHELLSTUCK Stucco 
     AM/PM
	start time: 
time coated:

	If piece is unusually small, (2-3 lbs. of metal) 7-8 coats may be all that is necessary. ALWAYS make your last coat with slurry only (no stucco)
	8) Coarse SHELLSTUCK Stucco 
     AM/PM
	start time: 
time coated:

	 
	9) Coarse SHELLSTUCK Stucco 
     AM/PM
	start time: 
time coated:

	 
	10) Shellspen Slurry Only 
     AM/PM
	start time: 
time coated:

	 
	 
	 



	



	



